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Submersible Pump

KRPXXX2

Features:

Plastic submersible rain water pump with detachable 

tube for clean water application. The pump is suitable 

for rain water application. You can put the pump into 

the wooden barrel for water transferring or garden 

irrigation.

Specification
Model KRP3502

Rated Power 350W

Max. flow rate 11m

Max. pump height 5200L/H

Max. submersible depth 7m

Max. grain size 3mm

Dia. of pipe ¾"

Power cord H05RN-F3G0.75mm

Length of cable 10m

Package size 22x16x34cm

Master carton size 46x34x36cm

QTY/20ft 2040pcs

²

KRP3502
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KCP250 KCP350 KCP400 KCP500 KCP550 KCP750 KCP850 KCP900

Submersible Pump

KCPXXX5(-1)

Features:

Submersible pump with plastic pump housing 

and floater switch for clean water application.

Specification
Model KCP2505(-1) KCP3505(-1) KCP4005(-1) KCP5005(-1) KCP5505(-1) KCP7505(-1) KCP8505(-1) KCP9005(-1)

Rated Power 250W 350W 400W 500W 550W 750W 850W 900W

Max. flow rate 6000L/H 7000L/H 8000L/H 10000L/H 11000L/H 13000L/H 14000L/H 15000L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m 9.5m 10m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m 10m

Package size 22x16x31cm 22x16x31cm 22x16x31cm 22x16x31cm 22x16x31cm 22x16x31cm 22x16x34cm 22x16x34cm

Master carton size 46x34x33cm 46x34x33cm 46x34x33cm 46x34x33cm 46x34x33cm 46x34x33cm 46x34x36cm 46x34x36cm

QTY/20ft 2292pcs 2292pcs 2292pcs 2292pcs 2292pcs 2292pcs 2040pcs 2040pcs

² ² ² ² ² ² ² ²
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KCPXXX9

KCPXXX9-1

Submersible Pump

Features：
Submersible pump with plastic pump housing and 

floater switch for clean water application. With 

Miniature Thermal Protector (MTP) embedded 

in the winding of the motor and automatic reset 

function, the pump is suitable for pumping clean 

water from tanks ,pools, barrels and cellars, and 

drain clean or slightly dirty water and for garden 

irrigation.

Specification
Model KCP2509 KCP3509 KCP4009 KCP2509-1 KCP3509-1 KCP4009-1

Rated Power 250W 350W 500W 250W 350W 500W

Max. flow rate 4000L/H 5000L/H 6000L/H 4000L/H 5000L/H 6000L/H

Max. pump height 6m 7m 7.5m 6m 7m 7.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 3mm 3mm 3mm 3mm 3mm 3mm

Dia. of pipe ¾" 1" ¾" 1" ¾" 1" ¾" 1" ¾" 1" ¾" 1"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 17x17x31cm 17x17x31cm 17x17x31cm 17x17x31cm 17x17x31cm 17x17x31cm

Master carton size 53x36x33cm 53x36x33cm 53x36x33cm 53x36x33cm 53x36x33cm 53x36x33cm

QTY/20ft 2670pcs 2670pcs 2670pcs 2670pcs 2670pcs 2670pcs

² ² ² ² ² ²

KCP250 KCP350 KCP400

KDP400 KDP500 KDP550 KDP750 KDP850 KDP900 KDP1100

Submersible Pump

KDPXXX5(-1)

Features:

Submersible pump with plastic pump housing 

and floater switch for dirty water application.

Specification
Model KDP4005(-1) KDP5005(-1) KDP5505(-1) KDP7505(-1) KDP8505(-1) KDP9005(-1) KDP11005(-1)

Rated Power 400W 500W 550W 750W 850W 900W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 35mm 35mm 35mm 35mm 35mm 35mm 35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x37cm 22x16x37cm 22x16x37cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x38.5cm 46x34x38.5cm 46x34x38.5cm

QTY/20ft 2040pcs 2040pcs 2040pcs 2040pcs 1960pcs 1960pcs 1960pcs

² ² ² ² ² ² ²



Submersible Pump

KDPXXX11 KDPXXX11 INOX

Features:

Submersible pump with plastic pump housing 

and floater switch for clean & dirty water 

application with detachable pump bases. 

3 in 1 multi-function allows the pump to work 

in clean and dirty water even when the water 

level is 100mm.

Submersible pump with stainless steel main

pump housing and floater switch for clean & 

dirty water application with detachable pump 

bases. 3 in 1 multi-function allows the pump 

to work in clean and dirty water even when 

the water level is 100mm. 
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Submersible Pump

Specification
Model KDP40011 (INOX) KDP50011 (INOX) KDP55011 (INOX) KDP75011 (INOX) KDP85011 (INOX) KDP95011 (INOX) KDP110011 (INOX)

Rated Power 400W 500W 550W 750W 850W 950W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 1/5/35mm 1/5/35mm 1/5/35mm 1/5/35mm 1/5/35mm 1/5/35mm 1/5/35mm

Lowest working water level 100mm 100mm 100mm 100mm 100mm 100mm 100mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x34cm 22x18x37cm 22x18x37cm 22x18x37cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x36cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm

QTY/20ft 1840pcs 1840pcs 1840pcs 1840pcs 1724pcs 1724pcs 1724pcs

² ² ² ² ² ² ²

KDP400 KDP500 KDP550 KDP750 KDP850 KDP950 KDP1100
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Submersible Pump

KDPXXX11-1 KDPXXX11-1 INOX

Features:

Submersible pump with plastic (stainless steel main)

pump housing and floater switch for clean water 

application. The detachable stabilizer chassis 

helps to pump water collected on the pool cover 

as pool cover pump. Ideal for draining flooded 

areas, basements in general. It’s also suitable for 

flat suction of small pools.

Specification
Model KDP40011-1 (INOX) KDP50011-1 (INOX) KDP55011-1 (INOX) KDP75011-1 (INOX) KDP85011-1 (INOX) KDP95011-1 (INOX) KDP110011-1 (INOX)

Rated Power 400W 500W 550W 750W 850W 950W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Min.water level after suction 1mm 1mm 1mm 1mm 1mm 1mm 1mm

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 24x19x29cm 24x19x29cm 24x19x29cm 24x19x29cm 24x19x32cm 24x19x32cm 24x19x32cm

Master carton size 50x40x31cm 50x40x31cm 50x40x31cm 50x40x31cm 50x40x34cm 50x40x34cm 50x40x34cm

QTY/20ft 1808pcs 1808pcs 1808pcs 1808pcs 1648pcs 1648pcs 1648pcs

² ² ² ² ² ² ²

KDP400 KDP500 KDP550 KDP750 KDP850 KDP950 KDP1100

Submersible Pump

KCPXXX17

Features:

Submersible pump with plastic pump housing 

and integrated floater switch for clean water 

application, with non-return valve to avoid 

water back flow.

Specification
Model KCP25017 KCP35017 KCP40017 KCP55017 KCP65017 KCP75017

Rated Power 250W 350W 400W 550W 650W 750W

Max. flow rate 5000L/H 5500L/H 7000L/H 9500L/H 10000L/H 11000L/H

Max. pump height 6m 6.5m 7m 8m 8m 8.5m

Max. submersible depth 5m 7m 7m 7m 7m 7m

Max. grain size 3mm 3mm 3mm 3mm 3mm 3mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x18x36cm 22x18x36cm 22x18x36cm 22x18x36cm 22x18x36cm 22x18x36cm

Master carton size 46x39x38cm 46x39x38cm 46x39x38cm 46x39x38cm 46x39x38cm 46x39x38cm

QTY/20ft 1860pcs 1860pcs 1860pcs 1860pcs 1860pcs 1860pcs

² ² ² ² ² ²

KCP250 KCP350 KCP400 KCP550 KCP650 KCP750
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Submersible Pump

Features:

Submersible pump with plastic pump housing, 

floater switch, and foldable pump base for both 

clean & dirty water application. When open 

the pump base, it can work in dirty water, when 

close the pump base, it can be used in clean 

water only. 

KDPXXX18

clean dirty

Specification
Model KDP40018 KDP55018 KDP65018 KDP75018 KDP90018 KDP110018

Rated Power 400W 550W 650W 750W 900W 1100W

Max. flow rate 7500L/H 10500L/H 11500L/H 13000L/H 14000L/H 15000L/H

Max. pump height 5m 7m 7.5m 9m 10m 11m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 5/25mm 5/25mm 5/25mm 5/25mm 5/25mm 5/25mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x37cm 22x16x37cm 22x16x37cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x39cm 46x34x39cm 46x34x39cm

QTY/20ft 2176pcs 2176pcs 2176pcs 2040pcs 2040pcs 2040pcs

² ² ² ² ² ²

KDP400 KDP550 KDP650 KDP750 KDP900 KDP1100

Submersible Pump

KDPXXX17

Features:

Submersible pump with plastic pump housing 

and integrated floater switch for dirty water 

application, with non-return valve to avoid 

water back flow.

Specification

Model KDP40017 KDP55017 KDP75017

Rated Power 400W 550W 750W

Max. flow rate 7000L/H 9500L/H 11000L/H

Max. pump height 5m 7m 9m

Max. submersible depth 7.5m 10.5m 13m

Max. grain size 16mm 16mm 16mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m

Package size 22x18x36cm 22x18x36cm 22x18x36cm

Master carton size 46x38x38cm 46x38x38cm 46x38x38cm

QTY/20ft 1860pcs 1860pcs 1860pcs

² ² ²

KDP400 KDP550 KDP750
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Submersible Pump

Features:

Plastic submersible pump with built-in floater 

switch for clean water application. The pump 

is equipped with both automatic control mode 

and manual control mode, you can adjust the 

switch in which mode that you want before 

using the pump.

KCPXXX20

Specification
Model KCP25020 KCP35020 KCP40020 KCP50020 KCP55020 KCP75020

Rated Power 250W 350W 400W 500W 550W 750W

Max. flow rate 6000L/H 7000L/H 8000L/H 10000L/H 11000L/H 13000L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x34cm 22x18x34cm 22x18x34cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x36cm 46x38x36cm 46x38x36cm

QTY/20ft 1840pcs 1840pcs 1840pcs 1840pcs 1840pcs 1840pcs

² ² ² ² ² ²

KCP250 KCP350 KCP400 KCP500 KCP550 KCP750

Submersible Pump

KDPXXX20

Features:

Plastic submersible pump with built-in floater 

switch for dirty water application. The pump 

is equipped with both automatic control mode 

and manual control mode, you can adjust 

the switch in which mode that you want 

before using the pump.
KDP400 KDP500 KDP550 KDP750

Specification

Model KDP40020 KDP50020 KDP55020 KDP75020

Rated Power 400W 500W 550W 750W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H

Max. pump height 5m 6m 7m 8m

Max. submersible depth 7m 7m 7m 7m

Max. grain size 16mm-35mm 16mm-35mm 16mm-35mm 16mm-35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x34cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x36cm

QTY/20ft 1840pcs 1840pcs 1840pcs 1840pcs

² ² ² ²
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Features:

Plastic submersible pump with floater switch and 

top water discharge for clean water application. 

The float switch should be upward when put 

the pump into the water, otherwise the pump 

will not work.

KCPXXX21

Specification
Model KCP25021 KCP35021 KCP40021 KCP50021 KCP55021 KCP75021

Rated Power 250W 350W 400W 500W 550W 750W

Max. flow rate 6000L/H 7000L/H 8000L/H 10000L/H 11000L/H 13000L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x18x30cm 22x18x30cm 22x18x30cm 22x18x30cm 22x18x30cm 22x18x30cm

Master carton size 46x38x31cm 46x38x31cm 46x38x31cm 46x38x31cm 46x38x31cm 46x38x31cm

QTY/20ft 2068pcs 2068pcs 2068pcs 2068pcs 2068pcs 2068pcs

² ² ² ² ² ²

Submersible Pump

KCP250 KCP350 KCP400 KCP500 KCP550 KCP750

Submersible Pump

KDPXXX21

KDP400 KDP500 KDP550 KDP750

Features:

Plastic submersible pump with floater switch 

and top water discharge for dirty water 

application. The float switch should be 

upward when put the pump into the water, 

otherwise the pump will not work.

Specification

Model KDP40021 KDP50021 KDP55021 KDP75021

Rated Power 400W 500W 550W 750W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H

Max. pump height 5m 6m 7m 8m

Max. submersible depth 7m 7m 7m 7m

Max. grain size 16mm-35mm 16mm-35mm 16mm-35mm 16mm-35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m

Package size 22x18x31.5cm 22x18x31.5cm 22x18x31.5cm 22x18x31.5cm

Master carton size 46x38x33cm 46x38x33cm 46x38x33cm 46x38x33cm

QTY/20ft 1940pcs 1940pcs 1940pcs 1940pcs

² ² ² ²
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Features:

Submersible pump with plastic pump housing 

and floater switch for clean water application. 

With more compact structure and boundary 

dimension achieved, the pump is equipped 

with a round floater switch which is more 

economical.

KCPXXX22

Specification
Model KCP25022 KCP35022 KCP40022 KCP50022 KCP55022 KCP75022 KCP90022

Rated Power 250W 350W 400W 500W 550W 750W 950W

Max. flow rate 6000L/H 7000L/H 8000L/H 10000L/H 11000L/H 13000L/H 15000L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m 10m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼" 1",1¼" 1",1¼" 1",1¼" 1",1¼" 1",1¼" 1",1¼"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 19x15x28cm 19x15x28cm 19x15x28cm 19x15x28cm 19x15x30cm 19x15x30cm 19x15x30cm

Master carton size 40x32x30cm 40x32x30cm 40x32x30cm 40x32x30cm 40x32x32cm 40x32x32cm 40x32x32cm

QTY/20ft 2968pcs 2968pcs 2968pcs 2968pcs 2592pcs 2592pcs 2592pcs

² ² ² ² ² ² ²

Submersible Pump

KCP250 KCP350 KCP400 KCP500 KCP550 KCP750 KCP950 KDP1100

Submersible Pump

KDP400 KDP500 KDP550 KDP750 KDP900

KDPXXX22

Features:

Submersible pump with plastic pump housing 

and floater switch for dirty water application. 

With more compact structure and boundary 

dimension achieved, the pump is equipped 

with a round floater switch which is more 

economical.

Specification

Model KDP40022 KDP50022 KDP55022 KDP75022 KDP90022 KDP110022

Rated Power 400W 500W 550W 750W 900W 110W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 25mm 25mm 25mm 25mm 25mm 25mm

Dia. of pipe 1",1¼" 1",1¼" 1",1¼" 1",1¼" 1",1¼" 1",1¼"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22X19X31.5cm 22X19X31.5cm 22X19X34cm 22X19X34cm 22X19X34cm 22X19X34cm

Master carton size 46x32x33cm 46x32x33cm 46x32x36cm 46x32x36cm 46x32x36cm 46x32x36cm

QTY/20ft 2652pcs 2652pcs 2432pcs 2432pcs 2432pcs 2432pcs

² ² ² ² ² ²
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Submersible Pump

Features:

Submersible pump with plastic pump housing 

and floater switch for clean water application.

KCPXXX27

Specification
Model KCP25027 KCP35027 KCP40027 KCP45027 KCP50027 KCP55027 KCP65027 KCP75027 KCP90027

Rated Power 250W 350W 400W 450W 500W 550W 650W 750W 900W

Max. flow rate 5000L/H 6000/L/H 7000/L/H 8000/L/H 10000/L/H 12000/L/H 125000/L/H 13000/L/H 14000/L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m 9m 10m 11.5m

Max. submersible depth 5m 7m 7m 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm

QTY/20ft 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs

² ² ² ² ² ² ² ² ²

KCP250 KCP350 KCP400 KCP450 KCP500 KCP550 KCP650 KCP750 KCP900

Submersible Pump

Features:

Submersible pump with stainless steel main

pump housing and floater switch for clean 

water application.

KCPXXX27 INOX

Specification
Model KCP25027 INOX KCP35027 INOX KCP40027 INOX KCP45027 INOX KCP50027 INOX KCP55027 INOX KCP65027 INOX KCP75027 INOX KCP90027 INOX

Rated Power 250W 350W 400W 450W 500W 550W 650W 750W 900W

Max. flow rate 5000L/H 6000/L/H 7000/L/H 8000/L/H 10000/L/H 12000/L/H 125000/L/H 13000/L/H 14000/L/H

Max. pump height 6m 7m 7.5m 8m 8.5m 9m 9m 10m 11.5m

Max. submersible depth 5m 7m 7m 7m 7m 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm 5mm 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm 22x16x34cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm 46x34x36cm

QTY/20ft 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs 2150pcs

² ² ² ² ² ² ² ² ²

KCP250 KCP350 KCP400 KCP450 KCP500 KCP550 KCP650 KCP750 KCP900
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Submersible Pump

Features:

Submersible pump with plastic pump housing 

and floater switch for dirty water application.

KDPXXX27

Specification
Model KDP40027 KDP55027 KDP65027 KDP75027 KDP90027 KDP110027

Rated Power 400W 550W 650W 750W 900W 1100W

Max. flow rate 7500L/H 10500L/H 11500L/H 13000L/H 14000L/H 15000L/H

Max. pump height 5m 7m 7.5m 9m 10m 11m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 25mm 25mm 25mm 25mm 25mm 25mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x37cm 22x16x37cm 22x16x37cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x39cm 46x34x39cm 46x34x39cm

QTY/20ft 2176pcs 2176pcs 2176pcs 2040pcs 2040pcs 2040pcs

² ² ² ² ² ²

KDP400 KDP550 KDP650 KDP750 KDP900 KDP1100

Submersible Pump

KDPXXX27 INOX

Features:

Submersible pump with stainless steel main

pump housing and floater switch for dirty 

water application.

Specification
Model KDP40027 INOX KDP55027 INOX KDP65027 INOX KDP75027 INOX KDP90027 INOX KDP110027 INOX

Rated Power 400W 550W 650W 750W 900W 1100W

Max. flow rate 7500L/H 10500L/H 11500L/H 13000L/H 14000L/H 15000L/H

Max. pump height 5m 7m 7.5m 9m 10m 11m

Max. submersible depth 7m 7m 7m 7m 7m 7m

Max. grain size 25mm 25mm 25mm 25mm 25mm 25mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x37cm 22x16x37cm 22x16x37cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x39cm 46x34x39cm 46x34x39cm

QTY/20ft 2176pcs 2176pcs 2176pcs 2040pcs 2040pcs 2040pcs

² ² ² ² ² ²

KDP400 KDP550 KDP650 KDP750 KDP900 KDP1100
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KDP400 KDP500 KDP550 KDP750 KDP900KDP850 KDP1100

Submersible Pump

KDPXXX31

Features:

Submersible pump with stainless steel pump 

body and plastic pump base & floater switch 

for dirty water application.

Specification
Model KDP40031 KDP50031 KDP55031 KDP75031 KDP85031 KDP90031 KDP110031

Rated Power 400W 500W 550W 750W 850W 900W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 35mm 35mm 35mm 35mm 35mm 35mm 35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x16x34cm 22x16x34cm 22x16x34cm 22x16x37cm 22x16x37cm 22x16x37cm 22x16x37cm

Master carton size 46x34x36cm 46x34x36cm 46x34x36cm 46x34x38.5cm 46x34x38.5cm 46x34x38.5cm 46x34x38.5cm

QTY/20ft 2040pcs 2040pcs 2040pcs 1960pcs 1960pcs 1960pcs 1960pcs

² ² ² ² ² ² ²

KDP400 KDP500 KDP550 KDP750 KDP900KDP850 KDP1100

Submersible Pump

KDPXXX32

Features:

Submersible pump with stainless steel pump 

housing and floater switch for dirty water 

application.

Specification

Model KDP40032 KDP50032 KDP55032 KDP75032 KDP85032 KDP90032 KDP110032

Rated Power 400W 500W 550W 750W 850W 900W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 35mm 35mm 35mm 35mm 35mm 35mm 35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x37cm 22x18x37cm 22x18x37cm 22x18x37cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm

QTY/20ft 1800pcs 1800pcs 1800pcs 1700pcs 1700pcs 1700pcs 1700pcs

² ² ² ² ² ² ²
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KDP900KDP850 KDP1100KDP400 KDP500 KDP550 KDP750 KDP900KDP850 KDP1100

Submersible Pump

KDPXXX33

Features:

Submersible pump with stainless steel pump 

housing and floater switch for dirty water 

application.

Specification

Model KDP40033 KDP50033 KDP55033 KDP75033 KDP85033 KDP90033 KDP110033

Rated Power 400W 500W 550W 750W 850W 900W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 35mm 35mm 35mm 35mm 35mm 35mm 35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x37cm 22x18x37cm 22x18x37cm 22x18x37cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm

QTY/20ft 1800pcs 1800pcs 1800pcs 1700pcs 1700pcs 1700pcs 1700pcs

² ² ² ² ² ² ²

KDP400 KDP500 KDP550 KDP750

Submersible Pump

KDPXXX34

KDPXXX35

KDPXXX36

Features:

Submersible pump with stainless steel pump 

housing and floater switch for dirty water 

application.

Specification

Model KDP40034/35/36 KDP50034/35/36 KDP55034/35/36 KDP75034/35/36 KDP85034/35/36 KDP90034/35/36 KDP110034/35/36

Rated Power 400W 500W 550W 750W 850W 900W 1100W

Max. flow rate 8000L/H 10000L/H 12500L/H 14000L/H 15000L/H 17000L/H 18000L/H

Max. pump height 5m 6m 7m 8m 8.5m 9m 9.5m

Max. submersible depth 7m 7m 7m 7m 7m 7m 7m

Max. grain size 35mm 35mm 35mm 35mm 35mm 35mm 35mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m 10m 10m 10m

Package size 22x18x34cm 22x18x34cm 22x18x34cm 22x18x37cm 22x18x37cm 22x18x37cm 22x18x37cm

Master carton size 46x38x36cm 46x38x36cm 46x38x36cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm 46x38x38.5cm

QTY/20ft 1800pcs 1800pcs 1800pcs 1700pcs 1700pcs 1700pcs 1700pcs

² ² ² ² ² ² ²
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Submersible Pump

KCP90041

Features:

Multi-stage submersible pump with floater switch for 

clean water application only. Plastic pump handle/

aluminum body/skeleton & mechanical seal, 3 stage 

impellers can reach max 30m delivery height.

Specification
Model KCP90041

Rated Power 900W

Max. flow rate 5500L/H

Max. pump height 30m

Max. submersible depth 7m

Max. grain size 2mm

Dia. of pipe 1",1½"

Power cord H05RN-F3G1.00mm

Length of cable 10m

Package size 22x16x39cm

Master carton size 34x34x41cm

QTY/20ft 1700pcs
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Submersible Pump

KCPXXX51

Features:

Submersible pump with stainless steel pump 

body and plastic pump base & floater switch 

for clean water application only.

Specification

Model KCP40051 KCP55051 KCP75051 KCP90051

Rated Power 400W 550W 750W 900W

Max. flow rate 7000L/H 8000L/H 11000L/H 13000L/H

Max. pump height 6m 7m 8m 9m

Max. submersible depth 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m

Package size 22x16x31cm 22x16x31cm 22x16x34cm 22x16x34cm

Master carton size 46x34x33cm 46x34x33cm 46x34x36cm 46x34x36cm

QTY/20ft 2292pcs 2292pcs 2040pcs 2040pcs

² ² ² ²

KCP400 KCP550 KCP750 KCP900
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KCPXXX52

Submersible Pump

Features:

Submersible pump with stainless steel pump 

housing and floater switch for clean water 

application only.

Specification

Model KCP40052 KCP55052 KCP75052 KCP90052

Rated Power 400W 550W 750W 900W

Max. flow rate 7000L/H 8000L/H 11000L/H 13000L/H

Max. pump height 6m 7m 8m 9m

Max. submersible depth 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m

Package size 22x16x31cm 22x16x31cm 22x16x34cm 22x16x34cm

Master carton size 46x34x33cm 46x34x33cm 46x34x36cm 46x34x36cm

QTY/20ft 2292pcs 2292pcs 2040pcs 2040pcs

² ² ² ²

Submersible Pump

KCPXXX53

Features:

Submersible pump with stainless steel pump 

housing and floater switch for clean water 

application only.

Specification
Model KCP40053 KCP55053 KCP75053 KCP90053

Rated Power 400W 550W 750W 900W

Max. flow rate 7000L/H 8000L/H 11000L/H 13000L/H

Max. pump height 6m 7m 8m 9m

Max. submersible depth 7m 7m 7m 7m

Max. grain size 5mm 5mm 5mm 5mm

Dia. of pipe 1",1¼",1½" 1",1¼",1½" 1",1¼",1½" 1",1¼",1½"

Power cord H05RN-F3G0.75mm H05RN-F3G1.00mm H05RN-F3G1.00mm H05RN-F3G1.00mm

Length of cable 10m 10m 10m 10m

Package size 22x16x31cm 22x16x31cm 22x16x34cm 22x16x34cm

Master carton size 46x34x33cm 46x34x33cm 46x34x36cm 46x34x36cm

QTY/20ft 2292pcs 2292pcs 2040pcs 2040pcs

² ² ² ²

KCP400 KCP550 KCP750 KCP900 KCP400 KCP550 KCP750 KCP900
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Garden jet pump with plastic(stainless steel) 

pump head, plastic pump handle, aluminum 

motor housing and iron fan cover for clean 

water application only. Equipped with on/off 

waterproof switch, easy to install and operate.

Garden Pump

Features:

KGPXXX1 KGPXXX1 INOX

KGPXXX1F KGPXXX1F INOX

Specification

Model KGP6001/1F (INOX) KGP8001/1F (INOX) KGP10001/1F (INOX) KGP12001/1F (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Package size 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm

Measurement 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm

QTY/20ft 1400pcs 1400pcs 1400pcs 1400pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200
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Garden jet pump with plastic(stainless steel) pump 

head, plastic pump handle, aluminum motor housing 

and iron fan cover for clean water application only. 

Equipped with on/off waterproof switch, easy to install 

and operate.

Garden Pump

Features:

KGPXXX2 KGPXXX2 INOX

KGPXXX2F KGPXXX2F INOX

Specification

Model KGP6002/2F (INOX) KGP8002/2F (INOX) KGP10002/2F (INOX) KGP12002/2F (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Package size 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm

Measurement 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm 35.5x21.5x25.5cm

QTY/20ft 1400pcs 1400pcs 1400pcs 1400pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200

Garden jet pump with plastic(stainless steel) pump head, 

plastic pump handle, aluminum motor housing and iron 

fan cover for clean water application only. Equipped with 

on/off waterproof switch, easy to install and operate.

Garden Pump

Features:

KGPXXX3 KGPXXX3 INOX

KGPXXX3F KGPXXX3F INOX

Specification
Model KGP6003/F  (INOX) KGP8003/F  (INOX) KGP10003/F  (INOX) KGP12003/F  (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm

QTY/20ft 390pcs 390pcs 390pcs 390pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200
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Automatic booster system with plastic(stainless steel) 

pump head jet pump & carbon steel pressure tank. 

Equipped with mechanical pressure control switch and 

pressure gauge. The pump works silently and reliably. 

It’s suitable to increase pressure from a water system.

Garden Pump

Features:

KGPXXX1C KGPXXX1C INOX

KGPXXX1FC KGPXXX1FC INOX

Specification

Model KGP6001C/FC (INOX) KGP8001C/FC (INOX) KGP10001C/FC (INOX) KGP12001C/FC (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm

QTY/20ft 390pcs 390pcs 390pcs 390pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200

Automatic booster system with plastic(stainless steel) pump 

head jet pump & carbon steel pressure tank. Equipped with 

mechanical pressure control switch and pressure gauge. The 

pump works silently and reliably. It’s suitable to increase 

pressure from a water system.

Garden Pump

Features:

KGPXXX2C KGPXXX2C INOX

KGPXXX2FC KGPXXX2FC INOX

Specification
Model KGP6002C/FC (INOX) KGP8002C/FC (INOX) KGP10002C/FC (INOX) KGP12002C/FC (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x57cm 46x28x57cm 46x28x57cm 46x28x57cm

QTY/20ft 380pcs 380pcs 380pcs 380pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200
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Automatic booster system with plastic(stainless steel) pump 

head jet pump & carbon steel pressure tank. Equipped with 

mechanical pressure control switch and pressure gauge. The 

pump works silently and reliably. It’s suitable to increase 

pressure from a water system.

Garden Pump

Features:

KGPXXX3C KGPXXX3C INOX

KGPXXX3FC KGPXXX3FC INOX

KGP600 KGP800 KGP1000 KGP1200

Automatic booster system with stainless steel pump 

head jet pump & carbon steel pressure tank. Equipped 

with mechanical pressure control switch and pressure 

gauge. The pump works silently and reliably. It’s suitable 

to increase pressure from a water system.

Garden Pump

Features:

KGPXXX1D INOX

KGPXXX1FD INOX

KGP600 KGP800 KGP1000 KGP1200

Specification
Model KGP6001D/FD INOX KGP8001D/FD INOX KGP10001D/FD INOX KGP12001D/FD INOX

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x57cm 46x28x57cm 46x28x57cm 46x28x57cm

QTY/20ft 380pcs 380pcs 380pcs 380pcs

² ² ² ²

Specification
Model KGP6003C/FC (INOX) KGP8003C/FC (INOX) KGP10003C/FC (INOX) KGP12003C/FC (INOX)

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm 46x28x55.5cm

QTY/20ft 390pcs 390pcs 390pcs 390pcs

² ² ² ²



KLTP150

DC Garden Pump

Features:

Garden jet pump with DC battery & battery charger 

for clean water application. The pump can be used 

in any place of outdoors for water transferring & 

irrigation. With battery package, the pump is free 

from external power and easy to carry.

Specification
Model KLTP150

Rated Power 150W

Max. flow rate 1250L/H

Max. pump height /

Max. grain size 2.5mm

Dia. of pipe ¾"

Power cord /

Length of cable /

Package size 35x20x26cm

N.W./G.W. 2.25/2.6kg

QTY/20ft 1600pcs
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Automatic booster system with stainless steel pump 

head jet pump & stainless steel pressure tank. Equipped 

with mechanical pressure control switch and pressure 

gauge. The pump works silently and reliably. It’s suitable 

to increase pressure from a water system.

Garden Pump

Features:

KGPXXX1DS INOX

KGPXXX1FDS INOX

Specification

Model KGP6001DS/FDS INOX KGP8001DS/FDS INOX KGP10001DS/FDS INOX KGP12001DS/FDS INOX

Rated Power 600W 800W 1000W 1200W

Max. flow rate 2800L/H 3200L/H 3500L/H 3800L/H

Max. pump height 35m 40m 44m 50m

Max. suction height 7m 8m 8m 8m

Dia. of pipe 1" 1" 1" 1"

Power cord H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm H07RN-F3G1.00mm

Length of cable 1.2m 1.2m 1.2m 1.2m

Working pressure 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar 1.5~3.0 bar

Measurement size 46x28x57cm 46x28x57cm 46x28x57cm 46x28x57cm

QTY/20ft 380pcs 380pcs 380pcs 380pcs

² ² ² ²

KGP600 KGP800 KGP1000 KGP1200
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Accessories

KSP-101 KSP-102 KSP-103 KSP-104

KSP-105 KSP-106 KSP-201 KSP-202

KSP-203 KSP-204 KSP-301 KSP-302

KSP-401 KSP-402 KSP-403 KSP-404

Accessories

KSP-501 KSP-502 KSP-503 KSP-504

KSP-505 KSP-506 KSP-601 KSP-602

KSP-603 KSP-604 KSP-605 KSP-606

KSP-607 KSP-608 KSP-701 KSP-702


